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Motivation
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d tro| al ith f f f three categories: single-family,
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Qualitative comparison with optimal control
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control algorithm (HCA) is a novel, simple and efficient sented here as an example) and
heat pump control algorithm dedicated to optimizing the op- 2S5 compared to optimal control.
erating cost under PV generation. The algorithm aims to op- ) Our algorithm " — T
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05 HCA follows a very close trajectory.

System modeling
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The PV array and grid fulfill the

The heat pump and electric
heater fulfill the space heat-
ing and domestic hot water
(DHW) demand.

Quantitative comparison with optimal control
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cally equivalent circuit, where OPEX to optimal control. S .
the heat pump and electric =~ — e
neater are the heat sources,
R . ® . the resistances model the average OPEX (CHF/day) 3
) I — | heat transfers and capaci- MILP HCA A gis|
5 C) A tance correspond to the ther- single-family -4.27  -4.06 % .
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Algorithm Conclusion

The HCA is a simple state machine performing three subsequent Our heuristic control algorithm (HCA) for heat pump and PV
actions in a loop: system presents performance close to optimal control under
1) perform heat balance over the time horizon. a perfect forecast assumption. On average, the additional
2) calculate the inldicator valluleslover thg time horizon costs (with respect to optimal control) are below 1 CHF/day
3) choose the action that minimizes the indicator for single-family, multi-family, and non-residential buildings.
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()()pmd (e e pee g0y rs| | Te temperature deviations are mostly driven by the solar

compute heat balance

OPEX['” = ' 5, + ™ Ry - TS, gain. Most differences between the optimal control and HCA
- AOPEX, are linked to the fact that the HCA considers the heat pump
while any T,<T__ 2" = AO, running and switching costs (which the MILP formulation of
f G iepiny - e cOR(E™) s the optimal control does not).

update indicator
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wﬁ;iai?wecjic?z?ofi:r?nﬁn?r%vgler\ — The indicator relates the oper- | | In summary, this algorithm is efficient and simple

ating cost variation and the | | enough to be implemented in any heat pump microcon-
heat gain for a given increase troller

of heat pump power

If the heat pump is at max power, use electric heater.




